
The new generation 
of Ojmar RFID locks



Compatible with:

NFC WIRELESS PROGRAMMER NEXO® NI AXO® AT1

SPECIFICATIONS

POWER SUPPLY	 4 AA 1.5V batteries

BATTERY LIFE	 30,000 cycles

LOW BATTERY DETECTION	S tand alone via NFC programmer or 		
integrated into an access control system

COMMUNICATION INTERFACE	NFC

TEMPERATURE RANGE	 -20ºC/`70ºC

PROTECTION AGAINST SOLID AND LIQUID BODIES	I P55

PROTECTION AGAINST EXTERNAL IMPACT	IK 7

PROTECTION AGAINST INTERNAL IMPACT	IK 9

DISPLAY	LE D red, green, orange

TECHNICAL DRAWING

ASOCIATED PRODUCTS

MULTITECHNOLOGY

Simultaneous operation 
without need of 
firmware update.

· Mifare Classic

· Mifare Ultralight

· Mifare DESFire

· NFC

NFC WIRELESS 
PROGRAMMER

· Convenience: Wireless
connection with locks.

· Stand-alone operation
or connected to PC.

ENHANCED AUTOMATIC 
DATA TRANSFER

· Battery status.

· Lock status.

· Traceability & Lock use:
time, user.

· Possibility to generate
a matrix to work out
locker needs.

ENHANCED 
MAINTENANCE
· Fw / functionality 

update in seconds.

· Battery & lock status.

· Events log.

EXTENDED 
BATTERY LIFE

ENHANCED 
SECURITY

Encrypted data.

ADVANCE FEATURES

Over 1000 sites worldwide know that OTS leads 
the way in RFID solutions for lockers.
Its latest evolution moves its high performance 
another step forward.
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